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FS 76-7 DS CR Single Convolution Air Spring

Purchase order data Technical data

Type Order No. Min. pressure 0 bar
CR-Rubber bellows only 70203 Return force to min. height  320 N

70216 2.3 kg

Vibration isolation - dynamic characteristic values
Design height H: recommended 85mm, minimum 75mm

Additional types on request Pressure p [bar] 3 4 5 6 7 8 Vol V[l]

Force (Load) [KN] 3.1 4.2 5.3 6.4 7.5 8.7

Spring rate [N/cm] 1585 2005 2455 2860 3315 3745

Natural frequency [Hz] 3.5 3.4 3.4 3.3 3.3 3.3

Pneumatic application - static characteristic values
Force F [kN]

Pressure p [bar] 3 4 5 6 7 8 Vol.[l]

Height H [mm] 90 2.7 3.6 4.6 5.6 6.7 7.8 0.91

80 3.4 4.6 5.8 7.1 8.3 9.6 0.80

70 4.2 5.6 7.0 8.4 9.9 11.4 0.67

Service instructions 60 4.9 6.5 8.2 9.8 11.5 13.2 0.51

M10 = 25 Nm

G 1/2 = 25 Nm

Measuring procedure:  Room temperature / Force- height- data quasistatic / Dynamic data at 1 Hz
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Overall weightCR-Rubber bellows, with 
removeable plates and G 
1/2 air inlet

0,0

0,2

0,4

0,6

0,8

1,0

1,2

1,4

1,6

1,8

0

2

4

6

8

10

12

14

16

18

5060708090100110

V
ol

um
e 

V
 [l

]

Fo
rc

e 
F 

[k
N

]

Height H [mm]

2 bar

3 bar

4 bar

5 bar

6 bar

7 bar

8 bar

Use in dotted range >95 mm only 
after consultation with ContiTech

Recommended height for
vibration isolation: 85 mm

1 bar

Hmax=105 Hmin=50


