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2/2 WAY DIRECT ACTING SOLENOID VALVE, G 1/8" - G 1/4" 

Flow direction overseat 1  2

COMMON FEATURES
Body material: brass (CW617N EN 12165)

O EN AISI

Operator material: stainless steel

Protection class: IP 65 (with connector and gasket)

OPTIONS
A 2

M M

DIMENSIONS
& WEIGHTS

D262 D263

G
connection

" "

A

B

C

D

weight

D262/263 - FKM seal, NC -

M

Media temperature: 

Ambient temperature: 

S

Coil power: AC 18VA (holding)

AC 36VA (inrush)

14W

OPTIONS

EPDM E

F

ATEX version see TIS *11 12*

VALVE
nominal
Ø Kvs

OPD
     min.        max. AC     max. DC

COILS
class 'H' only

code code

D263DLA 9 9 7251 V  

D263DLC 9 9 V 50/60H

D263DLG 9 V 50H V 60H

D263DLH 9 5 V 50H V 60H

V 50H V 60H

D262/263 - FILLED PTFE seal, NC -

Media: steam

Media temperature: 

Ambient temperature: 

S PTFE)

Coil power: AC 18VA (holding)

AC 36VA (inrush)

14W

NOTES

Seamless tube as standard

D262/263 - RUBY seal, NC -

Media

Media temperature: 

Ambient temperature: 

Seal material: Ruby

Coil power: AC 25VA (holding)

AC 50VA (inrush)

22W 

NOTES

Seamless tube as standard

 N
A

TYPE: D262/263
A

P

N Closed

VALVE
nominal
Ø Kvs

OPD
     min.        max. AC     max. DC

COILS

code code

D263DVA V  

D263DVC V 50/60H

D263DVG 16 V 50H V 60H

D263DVH 15 V 50H V 60H

D263DVL 5 V 50H V 60H

D263DVN 5

D263DVP 1

 

VALVE
nominal
Ø Kvs

OPD
     min.        max. AC     max. DC

COILS

code code

D263DRB1 72Z1 V  

D263DRC1 V 50/60H

D263DRE1 25 V 50H V 60H

D263DRH1 11 V 50H V 60H

ATTENTION 25VA) 
W


