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RD298/299 - FKM seal, NO -

M

M -10°C ÷ +130°C

A -10°C ÷ +50°C

Seal material: foodgrade FKM

Coil power: AC 18VA (holding)

AC 36VA

DC 14W

OPTIONS

EPDM EG)

COMMON FEATURES
Body material: stainless steel (1

O  303)

Operator material: stainless steel

P

OPTIONS
A DVA

S A)

NPT )

NOTES
N

P

DIMENSIONS
& WEIGHTS

RD298 RD299

G
connection

" "

A

B

C

D

weight

Normally Open

2/2 WAY DIRECT ACTING SOLENOID VALVE, G 1/8" - G 1/4" 

VALVE
nominal
Ø Kvs

OPD
     min.        max. AC     max. DC

COILS
class 'H' only

RD299DRA 0 100 100 V DC

RD299DRB 0 V 50/60H

RD299DRC 0 55 55 110V 50H V 60H

RD299DRE 0 V 50H V 60H

RD299DRG 0 7701 V 50H V 60H

RD299DRH 0 10 10

RD298/299 - RUBY seal, NO -

Media

M -10°C ÷ +130°C

A -10°C ÷ +50°C

S

Coil power: AC 18VA (holding)

AC 36VA

DC 14W

NOTES

 N
     A

VALVE
nominal
Ø Kvs

OPD
     min.        max. AC     max. DC

COILS
class 'H' only

RD299DVA 0 30 30 V DC

RD299DVG 0 V 50/60H

RD299DVH 0 10 10 110V 50H V 60H

V 50H V 60H

7701 V 50H V 60H

TYPE: RD298/299
A

P


